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The stainless steel Fastgrip™ series of screws has a 1/2" diameter aluminum washer. Available
in 40 plus quick ship colors, the Fastgrip™ easily drills through aluminum panels and is
prepared to handle tough installation conditions. The Fastgrip™ stainless steel is backed by
Levi's 50 year warranty.

Attention: When using these screws in steel panels 29 gauge or thicker,
the panels must be punched or predrilled.

———— 1/4 HEX

= ALUMINUM EPDM
BONDED WASHER

50 YEAR WARRANTY

300 SERIES STAINLESS STEEL

=== EASILY DRILLS THROUGH
ALUMINUM PANELS

SHARP POINT
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ITEM # DESCRIPTION HEAD STYLE DRILL POINT PCS/BOX LB/BOX
91SS #9 x 1" 1/4 Hex SP 3,000 24.2
9114SS #9x1-1/4" 1/4 Hex SP 2,500 22.7
9112SS #9x1-1/2" 1/4 Hex SP 2,500 26.1
92SS #9 x 2" 1/4 Hex SP 2,000 24.7
9212SS #9x2-1/2" 1/4 Hex SP 1,500 22.3
93SS #9 x 3" 1/4 Hex SP 1,000 17.5
PULL OUT STRENGTH
SUBSTRATE PENETRATION PULLOUT STRENGTH m
3/4" Ply Full 465 1,280
1/2" Pl Full 327
7/16" OSB Full 180 =
o
2 x Yellow Pine 1" 894 LD f;;‘:
”
2 x Spruce Pine Fir 1" 692 TORSIONAL s
2 x Spruce Pine Fir 1-1/2" 1,264 52 _':
PULL OVER STRENGTH
SUBSTRATE GAUGE THICKNESS PULL OVER STRENGTH
AZ55 Galvalume 29 0.014 41
AZ55 Galvalume 26 0.018 567
AZ55 Galvalume 24 0.024 788
ALSO AVAILABLE:

faslois  Faslgrip  ProZ ProZ
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